Frost protection thermostat
TE

Product pictura:

TF

Technical data:
Switching capacity: ............ 15 (8) A; 24-250vV AC
Differential gap: .....ccoo e 1K
Contact: .........................dusiprocf capsuled switch block
[ -..as one-or wo-poled potential-free switcher
Casing:.-....e.c—wceoes veeeee.... Polycarbonate
Adjustment range: ._..........-10._+12°C
Working range:.... ... m20. +80FC 0...85% r.F.

Ambient temperature: ... -10. +55°C

Installation condition: .........the casing must be mounted in such a way
...that the ambient temperature in the
.......zasing cannot become smaller than the
femtimeeie e mensesaeeesans seeeisnene SEUPOINt adjustment in the controller
Sensor and Capillary: ........Copper, along the whaole length aktiv
Sensor temperatur: ...........max. +200°C

Protection class: ... IP54 or IPB5 see table

Safety class system:..........|

Features

Dirnans ioned drawing:
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Diagram:

Applicaticn:

Frost protection thermostat for the protection of heat
exchangers, water cycle systems and damper register
against freezing. The devices have a sealable setpoint
adjustment and are cwn-sure.

Function:

Contact red-white open when the temperature rate drops to
the preset value. At the same time contact red-blue cloeses
and can be used as singnal contact

-10°C..+12°C TF-2 TR, automafic
AN EXT TF-2R TB, manual reset
10°C...+12°C TF 4 TR, autematic
-10°C...+12°C Tr=4fR TB, manual reset
ANC. 12T TF-6 TR, automafic
“A0°C...~12°C TT-60R T, manual rnsect

eq: TF-2
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TR=lemperatur contoller, switching automatically

R=temperatur limiter for manual reset. TB= emperstur limiter
HRE = manuzi setiing



